
Materials 
•	 Bronze or aluminium construction. At the aluminium 

version is carry out the anti-corrosion treatment
•	 Maintenance-free mechanical seal on shaft

Installation
•	 The specific shape of the pump allows easy 

installation and positioning, whether it is fitted in the 
rear or central part of the vehicle.

Gearbox
•	 Possibility of being equipped with a gearbox to 

adapt to all types of power take-offs on the market
•	 N°4 ratios available

Simplicity of maintenance
•	 The unique design allows for quick and easy 

servicing of the pumps. There is no need to remove 
the pump from the vehicle and the mechanical seal 
can be replaced quickly.

Priming
•	 Rapidity of priming.
•	 Possibility of having two different priming systems 

(water ring - reciprocating double piston)

Certification
RINA, an internationally accredited body, certified 
MALECO for:
•  ISO 9001
•  THIRD-PARTY CERTIFICATION FIRE PUMPS 
    NIAGARA SERIES

Optional
•	 MALECO NIAGARA-SERIES pumps can be equipped 

with various optional extras such as delivery valves, 
delivery manifold, foam mixer, suction inlets and 
control panels.

NIAGARA M-SERIES fire pumps are able of operating in any environment and climatic conditions and are subjected 
to strictly tests. The advanced study of internal fluid dynamics, compact and lightweight design, the high-performance 
place NIAGARA M-SERIES fire pumps at the top of their category.

When the fire pumps is Art !

NIAGARA
M-SERIES

Performance
M20.10: medium pressure flow rate up to 2500 lpm @ 10 according to FPN10-2000
M30.10: medium pressure flow rate up to 3500 lpm @ 10 according to FPN10-3000
M40.10: medium pressure flow rate up to 4000 lpm @ 10 according to FPN10-4000
M60.10: medium pressure flow rate up to 6000 lpm @ 10 according to FPN10-4000

Benefits

Description
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•	 Centrifugal pump type, single stage, suitable for 

water tanker, fire hydrants or water well feeding
•	 Case made of Bronze or Aluminium Light Alloy whit 

anti-corrosion treatment 
•	 Impeller made of Bronze or Aluminium Light Alloy 

whit anti-corrosion treatment 
•	 Impeller’s wear rings replaceable
•	 Ball bearing box made of Cast Iron
•	 Stainless-Steel shaft supported by ball-bearings 
•	 Self-balanced mechanical seal
•	 Flanged suction inlet on the pump body
•	 Flanged delivery outlet on the pump body
•	 Possibility of adopting different priming systems:

•	 Water ring (available in Aluminium or Bronze)
•	 Reciprocating double piston

•	 Possibility of adopting a gearbox with N°4 available 
ratios

•	 Fully compliant to EN 1028-1 and EN 1028-2

Technical Features


