
Materials 
•	 Bronze or aluminium construction. 

At the aluminium version is carry out the anti-
corrosion treatment.

•	 Maintenance-free mechanical seal on shaft.	

Installation
•	 The specific shape of the pump allows easy 

installation and positioning, thanks also to the 
possibility of rotating the speed increaser 90° either 
to the right or to the left.

Gearbox
•	 They are equipped with a gearbox with integrated 

cooling system, so that they can be adapted to all 
types of power take-offs on the market.

•	 No. 3 ratios available.

Sinplicity of maintenance
•	 The unique design allows for quick and easy 

servicing of the pumps. There is no need to remove 
the pump from the vehicle and the mechanical seal 
can be replaced quickly.

Priming
•	 Rapidity of priming with an efficient reciprocating 

double piston system.

Certification
RINA, an internationally accredited body, certified 
MALECO for:
•    ISO 9001
•    CERTIFICAZIONE DI TERZA PARTE POMPE  
     ANTINCENDIO NIAGARA SERIES

Optional
•	 MALECO NIAGARA-SERIES pumps can be 

equipped with various optional extras such as 
delivery valves, delivery manifold, foam mixer and 
control panels.

MALECO NIAGARA-VICTORY pumps feature a compact and lightweight design, while their high performances 
places them at the top of their class. Capable of operating in any environment and climatic conditions and subjected 
to strictly tests, MALECO ‘NIAGARA-VICTORY’ pumps can be used wherever maximum efficiency is required in 
harsh working conditions.

When the fire pumps is Art !

NIAGARA - VICTORY
M-SERIES

Performance 
M05.06: medium pressure flow rate up to 750 lpm @ 10 according to FPN 10-750
M07.10: medium pressure flow rate up to 750 lpm @ 10 according to FPN 10-750
M10.10: Flow rate under medium pressure up to 1000 lpm @ 10 according to FPN 10-1000
M20.10: Flow rate under medium pressure up to 2000 lpm @ 10 according to FPN 10-2000
M10.15: Flow rate under medium pressure up to 1000 lpm @ 15 according to FPN 15-1000

Benefits

Description
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•	 Centrifugal pump type, single stage – single impellers, 
suitable for water tanker, fire hydrants or water well feeding 

•	 Case made of Aluminium with anti-corrosion treatment or 
Bronze 

•	 Medium Pressure Stage impeller made of Aluminium with 
anti-corrosion treatment or Bronze 

•	 Impeller’s wear rings easily replaceable 
•	 Stainless Steel shaft supported by ball-bearings 
•	 Self-balanced and self-adjusting mechanical seal – 

maintenance free 
•	 Flanged horizontal inlet 
•	 Flanged vertical outlet 
•	 Priming System with automatic engagement / 

disengagement done through electric clutch 12 / 24 VDC 
and pressure sensor, supplied fully assembled to the water 
pump 

•	 Niagara-Victory Gearbox 
•	 Aluminium construction 
•	 Provide with integrated water-cooling system 
•	 N°3 ratio available
•	 Possible gearbox installations: 

•	 Vertical 
•	 horizontal left side 
•	 horizontal right side 

•	 Primary Steel shaft supported by ball-bearings 
•	 Drive flange SAE 1410 
•	 Fully compliant to EN 1028-1 and EN 1028-2


